
13/32"

10

Hex size

6 
13

/1
6"

17
3,

4

4 
3/

4"
12

1

1 
25

/3
2"

45
1 

25
/3

2"
45

1 
5/

8"
41

4 
31

/3
2"

12
6,

6

1 
7/

16
"

36
,2

21
/3

2"
16

,4

3 
3/

16
"

80
,7

2 11/16"
68,2

3/
16

"
5

2 
13

/3
2"

61

12 19/32"
319,5

10 21/32"
270,7

Gauges 1/8" NPT(4x)(optional)

5/32"
4,1

1 19/32"
40,5

7/8"
22,5

1 9/16"
39,5

2 
1/

16
"

52
,5

1 
3/

16
"

30

3/
16

"
5

1 
3/

8"
35

Air connections
1/4" NPT (5x)

3 
27

/3
2"

97
,5

5/
8"

15
,5

2 
15

/3
2"

62
,5

3/
16

"
4,

5

1 
5/

16
"

33 2 
13

/3
2"

61
,5

1 
7/

8"
47

,5

2 1/4"
57

31/32"
25

2 7/32"
56

2 31/32"
75

5 1/4"
133

6 17/32"
166,1

5"12
7

Dome Indicator(optional)

Conduit Entry
1/2" NPT

1 13/32"
35,4

ISO F05
Sqr

2 31/32"
75,6
Sqr

1 
31

/3
2"

50

2 15/16"
75

4 1/4"
108

2 1/4"
57,2

Westlock
Sqr.

ISO F05 (4x)
M6 - 1/2"[12mm]

Westlock (4x)
UNC 5/16 - 1/2"[12mm]

Dimensional Drawing
VAC Positioner  V200 FF
IP-WatsonSmith 420 Fail Freeze

Revision date:

Part no:

First angle projection.Scale: 1:2

This drawing is the property of Valve Accessories & Control
Sweden AB , protected in accordance with prevailing law.

File: 91904r4_111014_V200 FF_WatsonSmith 420_Dim Drawing

11 10 14
Drawn by / date:  Lennart Nord / 05 08 03 91904 r4


